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CYCLONE KingpinFree

5” diameter raceway with ¾” diameter 
hardened ball bearings.  Black matted powder 
coating for abusive weather conditions.  The 
Cyclone is excellent for abusive conditions, 
tow lines, heavy equipment, aircraft stands, 
ground support equipment.  Single wheel 
configurations available.

18,000 Lbs. Capacity
MONSOON KingpinFree
10,000 Lbs. Capacity

4 1/8”” diameter raceway with 5/8” diameter 
hardened ball bearings.  Black matted powder 
coating for abusive weather conditions.  The 
Monsoon is excellent for abusive conditions, 
tow lines, heavy equipment, aircraft stands, 
ground support equipment.  Single wheel 
configurations available.

SPRING LOADED 
SL7003

1,000 Lbs. Capacity
Spring loaded casters dampen heavy shocks, 
vibration and noise level.  Minimizes damage 
to sensitive products and floors.

SPRING LOADED 
SL6803

1,500 Lbs. Capacity
Spring loaded casters dampen heavy shocks, 
vibration and noise level.  Minimizes damage 
to sensitive products and floors.

STAINLESS
2009

275 Lbs. Capacity
304 corrosion resistant polished stainless steel.  
Excellent for bacteria-free environments such 
as hospitals, food service, food processing 
machinery and pharmaceutical equipment.  
Moisture friendly.  Wide variety of wheels and 
fastenings available.

STAINLESS
7009

900 Lbs. Capacity
304 corrosion resistant polished stainless steel.  
Excellent for bacteria-free environments such 
as hospitals, food service, food processing 
machinery and pharmaceutical equipment.  
Moisture friendly.  Wide variety of wheels and 
fastenings available.

6800
1,400 Lbs. Capacity

¾” diameter nut and bolt coined and 
reinforced.  Work hardened double ball race.  
Excellent for platform trucks, cargo and waste 
containers.  Brake and 4 Position Swivel Locks 
available.

STAINLESS
6809

1,400 Lbs. Capacity
304 corrosion resistant polished stainless steel.  
Excellent for bacteria-free environments such 
as hospitals, food service, food processing 
machinery and pharmaceutical equipment.  
Moisture friendly.  Wide variety of wheels and 
fastenings available.

7100
2,200 Lbs. Capacity

¾” integral kingpin and nut for those most 
abusive conditions.  AISI 1045 drop forged 
steel top plate.  Double deep grooved raceway 
and robotically welded.  Excellent for platform 
trucks, waste bins and heavy material handling 
equipment.  Brake and 4 Position Swivel Locks 
available.

7500
3,200 Lbs. Capacity

1” integral kingpin and nut for those most 
abusive conditions.  AISI 1045 drop forged 
steel top plate.  Double deep grooved 
raceway and robotically welded.  Excellent 
for platform trucks, waste bins and heavy 
material handling equipment.  Brake and 4 
Position Swivel Locks available. Wide variety 
of plates and fastenings available.
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Casters At A Glance

6"x4", 8"x4", 10"x4", 12"x4", 16"x4" 

6"x5", 10"x5", 12"x5", 16"x5", 18"x5"

6"x3", 8"x3", 10"x3", 12"x3"

6"x4", 8"x4", 10"x4", 12"x4"

5"x2", 6"x2", 8"x2" 5"x2", 6"x2", 8"x2"

3"x1 1/4", 4"x1 1/4", 5"x1 1/4" 3 1/4"x2", 4"x2", 5"x2", 6"x2", 8"x2"

4"x2", 5"x2", 6"x2", 8"x2"

6"x2 1/2", 8"x2 1/2"

4"x2", 5"x2", 6"x2", 8"x2"

6"x3", 8"x3", 10"x3", 12"x3"



Wheels At A Glance

ALPreneTM

250 LBS

Balloon Cushion
550 LBS

High Temperature
 

Phenolic
4,000 LBS

EnvirothaneTM

1,600 LBS

EnvirothaneTM 
Crowned

1,600 LBS

Hard Rubber
275 LBS

ICETM

100 LBS

Moldon Aluminum
Rubber
600 LBS

Moldon Aluminum
Urethane
1,500 LBS

Moldon Polyolefin
Urethane
1,400 LBS

Moldon Rubber
1,600 LBS

Moldon
Urethane
10,000 LBS

Phenolic
4,000 LBS

Pneumatic Foam
250 LBS

Pneumatic
620 LBS

Polyolefin
900 LBS

ProTechTM

1,200 LBS

NyrollTM

1,800 LBS

RollXTM

1,800 LBS

V-Groove
15,000 LBS

Steel
20,000 LBS

Soft Rubber
350 LBS

Semi-Pneumatic
250 LBS

ALThaneTM

1,400 LBS

Size Range
2"x7/8"
to
8"X2 1/2"

Size Range
4"X1 3/8"

Size Range
4"x2"
to
8"X2 1/2"

Size Range
5"x2"
to
8"X2 1/4"

Size Range
2"x7/8"
to
8"X2 1/2"

High Temperature
LavaTM

1,300 LBS

Size Range
2"X7/8"
to
5"X1 1/4"

Size Range
3"X1 1/2"
to
8"X2"

Size Range
3"X1 1/4"
to
8"X2"

Size Range
2"X7/8"
to
3"X15/16"

Size Range
3 1/2"X1 1/4"
to
8"X2"

Size Range
4"X1 1/2"
to
8"X2"

Size Range
4"X1 1/2"
to
12"X3"

Size Range
4"X1 1/2"
to
16"X4"

Size Range
4"X1 1/2"
to
12"X6"

Size Range
4"X1 1/2"
to
8"X2 1/2"

Size Range
3"X1 1/4"
to
16"X3"

Size Range
6"X2"
to
10"X3"

Size Range
6"X2"
to
16"X6 1/2"

Size Range
2"X7/8"
to
8"X2"

Size Range
2"X7/8"
to
12"X3"

Size Range
2 5/8"X1 1/2"
to
8"X2"

Size Range
6"X1 1/2"
to
10"X2 1/2"

Size Range
2"X7/8"
to
5"X2"

Size Range
2"X15/16"
to
16"X4"

Size Range
3"X1 1/4"
to
10"X4"
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Brake Types

ALK
ALock brake mechanism is engaged by 
stepping on the Toe which securely and positively 
locks a rubber grommet to the tread of the wheel 
and simultaneously locks the swivel raceway 
in any position.  ALK has metal construction 
that will stand up to industrial abuse.  ALK  is 
conveniently located in lead position.  Available 
in stainless steel.

ASK / AWL SLB

TLB
The Top Locking Brake creates a positive 
braking action on the surface of the wheel.  
TLB1 is same as TLB but with actuator 
that is coated with a polyurethane coating 
which gives a greater positive lock on the 
surface of the wheel.  TLB2 same as TLB 
but with a larger foot pedal making brake 
easier to engage and disengage and 
provides better foot placement.

Double Locking Brake mechanism 
engages a positive braking action on 
the tread surface of the wheel, while 
simultaneously locking the swivel 
raceway in any position.  Plastic 
petal resists rust and corrosion in wet 
environments.  Available in stainless 
steel.

DLB

TSB
The Thumb Screw Brake is engaged 
manually by turning rugged screw, 
which engages positively to the wheel 
hub.

UWB
Universal Wheel Brake is pre-welded 
to fork of caster.  UWB is engaged by 
stepping on the Toe brake which securely 
and positively locks to the tread of the 
wheel.  Wheel lock can be easily adjusted 
to accommodate variable tolerances in 
wheels.

PWB

The Emergency Hand Activated Braking 
System has many possibilities that allow 
for a brake or swivel lock to be engaged 
and disengaged by hand, instead of the 
conventional foot operated devices.  The 
eHABS is excellent for ergonomically 
challenged applications.  As well, the brake 
can be engaged with greater speed.

Side Locking Brake is the most 
economical wheel brake.  When the 
SLB is engaged, it compresses the hub 
of the yoke, creating friction upon the 
hub of the wheel.  The larger casters 
have a large foot pedal that makes 
engaging brake easy to operate 
and easy access to engage brake.  
Available in stainless steel.

Position Swivel Lock converts a swivel 
caster to rigid.  PSL can be disengaged 
into neutral position to allow for free 
swiveling action.  The spring loaded 
plunger is hand operated to fit into 
slots in the swivel raceway.  Can be 
purchased pre-welded to top plate 
or with wings that secure PSL to plate 
when mounting bolts to the top plate.

PSL

ASK brake mechanism is engaged by stepping 
on the Toe which securely and positively locks 
the swivel raceway in any position.  

AWL brake mechanism is engaged by stepping 
on the Toe which securely and positively locks 
one adjustable grommet to the tread of the 
wheel.

Pedal Wheel Brake mechanism engages 
a positive braking action on the tread 
surface of the wheel.  Plastic petal resists 
rust and corrosion in wet environments.  
Available in stainless steel.
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Specialty Caster Sheet
      Swivel        Rigid        Standard        Special        Custom

 CAPACITY

 FINISHES

 OVERALL HEIGHT

 SWIVEL RADIUS  AXLES AXLE DIA:

REG ZERK

 WHEEL DIAMETER

SINGLE CASTER DUAL CASTER

REVISION#

FASTENINGS

 TREAD WIDTH

TW

HL

 HUB LENGTH

 WHEEL TYPE

 BEARING/BUSHING TYPE
 oBORE
(optional)

 BRAKES & LOCKS

LEG SPACING

SLB

DLB

TLB

PSL

TLB1

UWB

PWB

TSB

ALGOOD PART NUMBER:

Quantity: pcs. Price: $
Options/Notes:

CUSTOMER INFORMATION
Company: Contact:

Address:
E-Mail:

City: Phone #:

Province/State:

Fax #:Country:

Postal/Zip Code:

Algood csr: Date:
STOP 9
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ENVIROTHANE™ 
TAPERED BB

ENVIROTHANE™ ENVIROTHANE™ 
GREY

SOFT RUBBERPOLYOLEFIN

SOFT RUBBER 
GREY

CONDUCTIVE 
SOFT RUBBER

ICE PROTECH™ FLAT

0800
SERIES

95LBS
capacity

TLB 	 Top Locking Brake 
	 (3” swivel only)
SLB 	 Side Locking Brake 
	 (SLB will not work with BB or PB)

AN	 Axle & Nut
C	 Raceway Seal (not avail. w/HW)	
BB	 Ball Bearings
	 (2” & 2 1/2” Urethane Tapered 		
	 Wheel Only)
PB	 Precision Bearing (Ice Wheel Only) 
TG	 Thread Guards (2 1/2” and 3”)         

OPTIONS

Inquiries on other finishes welcome
08?A	 Antique
08?N	 Nickel
08?1	 Brass
08?2	 Chrome
08?4	 Black

FINISHES

•	Office furniture
• Institutional equipment and hospital 	
	 environment
•	100% non-marking urethane 	
	 wheels are hard enough for 	
	 carpeted floors and soft enough 	
	 for tiled floors
• BIFMA approved

EXCELLENT 
FOR

FEATURES

KINGPIN: 	 5/16” rivet
RACEWAY: 	 3/16” diameter single race; hardened steel load 
	 bearings
BUSHING:	 Nylon, precision, steel or ball bearing 
AXLE&NUT:	 1/4” riveted axle
FINISH:	 Corrosion resistant bright zinc finish
HARDENED:	 Yoke and washers
LEG SPACING:	 1"
SPECIAL:	 Wide selection of specialty stems and plates

Diameter Tread Width Capacity Lbs. Bearing Type Swivel
Radius

Overall
Height Wheel Type

                  
Swivel

             

Caster
Weight
(lbs)

Rigid Caster
Weight
(lbs)

2" 7/8"

      

75
80
80
80
80
95
95
95
95
95
95

Plain
Steel

Precision
Steel
Steel
Plain
Plain
Nylon
Nylon
Nylon
Ball

1 3/4" 2 5/8"

ProTechTM Flat
Conductive Soft Rubber
ICETM

Soft Rubber
Soft Rubber Grey
Polyolefin
Semi Steel
EnvirothaneTM

EnvirothaneTM Grey
EnvirothaneTM Tapered
EnvirothaneTM Tapered BB

S0803-***-PROF
S0803-***-CSR
S0803-***-ICE-PB
S0803-***-SR
S0803-***-SRG
S0803-***-PO
S0803-***-ST
S0803-***-U
S0803-***-UG
S0803-***-UT
S0803-***-UT-BB

0.35
0.41
0.45
0.41
0.41
0.34
0.79
0.41
0.41
0.38
0.51

R0803-***-PROF
R0803-***-CSR
R0803-***-ICE-PB
R0803-***-SR
R0803-***-SRG
R0803-***-PO
R0803-***-ST
R0803-***-U
R0803-***-UG
R0803-***-UT
R0803-***-UT-BB

0.25
0.30
0.35
0.30
0.30
0.24
0.68
0.30
0.30
0.27
0.40

2 1/2" 7/8"

75
80
80
80
80
95
95
95
95
95

Plain
Steel

Precision
Steel
Steel
Plain
Nylon
Nylon
Nylon
Ball

2 1/8" 3 3/16"

ProTechTM Flat
Conductive Soft Rubber
ICETM

Soft Rubber
Soft Rubber Grey
Polyolefin
EnvirothaneTM

EnvirothaneTM Grey
EnvirothaneTM Tapered
EnvirothaneTM Tapered BB

S0823-***-PROF
S0823-***-CSR
S0823-***-ICE-PB
S0823-***-SR
S0823-***-SRG
S0823-***-PO
S0823-***-U
S0823-***-UG
S0823-***-UT
S0823-***-UT-BB

0.41
0.51
0.47
0.51
0.51
0.51
0.46
0.46
0.47
0.58

R0823-***-PROF
R0823-***-CSR
R0823-***-ICE-PB
R0823-***-SR
R0823-***-SRG
R0823-***-PO
R0823-***-U
R0823-***-UG
R0823-***-UT
R0823-***-UT-BB

0.31
0.41
0.37
0.41
0.41
0.32
0.36
0.36
0.37
0.48

3" 7/8"

75
95
95
95
95
95
95
95

Plain
Steel

Precision
Plain
Steel
Steel
Nylon
Nylon

2 3/8" 3  11/16"

ProTechTM Flat
Conductive Soft Rubber
ICETM

Polyolefin
Soft Rubber
Soft Rubber Grey
EnvirothaneTM

EnvirothaneTM Grey

S0833-***-PROF
S0833-***-CSR
S0833-***-ICE-PB
S0833-***-PO
S0833-***-SR
S0833-***-SRG
S0833-***-U
S0833-***-UG

0.48
0.62
0.59
0.48
0.62
0.62
0.54
0.54

R0833-***-PROF
R0833-***-CSR
R0833-***-ICE-PB
R0833-***-PO
R0833-***-SR
R0833-***-SRG
R0833-***-U
R0833-***-UG

0.36
0.50
0.47
0.36
0.50
0.50
0.42
0.42

WHEEL CASTER PART NUMBER

* Caster weight based on Standard Plate

rev. 01
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0800 
SERIES ALGOOD

PLATE DIAGRAMS
Standard Plate: A17D

 Plate Thickness: 3/32”

THREADED STEMS
HEX WASHER
*** DIAMETER LENGTH TYPE

5/16-18X13/16HW
5/16-18X1HW
3/8-16X1/2HW
3/8-16X3/4HW
3/8-16X1HW
3/8-16X1 1/2HW

5/16”
5/16”
3/8”
3/8”
3/8”
3/8”

13/16”
1”

1/2”
3/4”
1”

1 1/2”

NC
NC
NC
NC
NC
NC

ROUND STEMS

*** DIAMETER LENGTH TYPE

375
375SX1
437X1 7/8
437SX1
437SX1 5/16
437SX1 7/8

5/16”
3/8”
7/16”
7/16”
7/16”
7/16”

1 9/16”
1”

1 7/8”
1”

1 5/16”
1 7/8”

Grip Neck
Friction Ring

Plain
Friction Ring
Friction Ring
Friction Ring

STEMS

THREADED STEMS
HEX NUT
*** DIAMETER LENGTH TYPE

5/16-18X3/4HN
5/16-18X1HN
3/8-16X5/8HN
3/8-16X1HN
3/8-16X1 1/2HN

5/16”
5/16”
3/8”
3/8”
3/8”

3/4”
1”

5/8”
1”

1 1/2”

NC
NC
NC
NC
NC

Threaded 
Stem HN

Threaded 
Stem HW

437SX1 437SX1 5/16 437SX1 7/8

375SX1 437X1 7/8375

Swivel Only

ICE WHEEL COLOURS
COLOUR PART NUMBER

CLEAR

BLUE

BLACK

GREEN

ORANGE

PURPLE

PINK

RED

ICE

ICEB

ICEBL

ICEG

ICEO

ICEP

ICEPI

ICER

* Actual colours may vary

rev. 01
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1000
SERIES

150LBS
capacity

•	Institutional furniture
•	Hospitals
•	Food service equipment
•	Tool boxes
•	Store Fixtures
•	Audio & Visual Aid equipment

TLB 	 Top Locking Brake 
	 (swivel and rigid)
	 (for 1” tread wheels only)
SLB 	 Side Locking Brake 
	 (swivel and rigid)
	 *SLB will not work with BB or TG
AR	 Riveted Axle
BB	 Sealed Ball Bearings
	 (U & UG wheels only)
CD	 Cross Drilled holes
TG	 Thread Guards
Z	 Zerk Axle & Lock Nut

Inquiries on other finishes welcome
10?2	 Chrome
10?4	 Black
10?5	 Yellow Chromate

OPTIONS

FINISHES

EXCELLENT 
FOR

FEATURES

KINGPIN: 	 7/16” rivet
RACEWAY: 	 7/32” diameter upper race; 7/32” diameter lower race;
	 hardened steel load bearings
BUSHING:	 Nylon, steel or ball bearing
AXLE&NUT:	 5/16” axle and lock nut
FINISH:	 Corrosion resistant bright zinc
HARDENED:	 Yoke and washers
SPECIAL:	 Most stems available for swivel and rigid casters.  Rigid 	
	 TLB available.  Upper and lower race diameter is equal 	
	 for added performance and strength.
LEG SPACING:	 1 1/4” (standard), 1 7/16” (for 1 1/4” tread wheels)

Diameter Tread Width Capacity Lbs. Bearing Type Swivel
Radius

Overall
Height

Wheel Type
                  

Swivel

             

Caster
Weight
(lbs)

Rigid Caster
Weight
(lbs)

1"
150
150
150

Nylon
Nylon
Nylon

2 9/16" 3 13/16"
Soft Rubber
EnvirothaneTM

EnvirothaneTM Grey

S1033-***-SR
S1033-***-U
S1033-***-UG

1.10
1.06
1.06

R1033-***-SR
R1033-***-U
R1033-***-UG

0.86
0.82
0.82

3"
1 1/4"

150
150
150
150
150
150
150
150
150
150
150

Steel
Steel
Steel
Steel
Plain
Nylon
Nylon
Steel
Steel
Nylon
Nylon

2 9/16" 3 13/16"

Hard Rubber
Hard Rubber Grey
High Temp Phenolic (475o)
Phenolic
Polyolefin
ProTechTM Flat
ProTechTM Flat Blue
Soft Rubber
Soft Rubber Grey
EnvirothaneTM

EnvirothaneTM Grey

S1033-***-1 1/4HR
S1033-***-1 1/4HRG
S1033-***-1 1/4HTPH
S1033-***-1 1/4PH
S1033-***-1 1/4PO
S1033-***-1 1/4PROF
S1033-***-1 1/4PROFB
S1033-***-1 1/4SR
S1033-***-1 1/4SRG
S1033-***-1 1/4U
S1033-***-1 1/4UG

1.31
1.35
1.29
1.18
0.95
1.03
1.03
1.23
1.23
1.12
1.12

R1033-***-1 1/4HR
R1033-***-1 1/4HRG
R1033-***-1 1/4HTPH
R1033-***-1 1/4PH
R1033-***-1 1/4PO
R1033-***-1 1/4PROF
R1033-***-1 1/4PROFB
R1033-***-1 1/4SR
R1033-***-1 1/4SRG
R1033-***-1 1/4U
R1033-***-1 1/4UG

1.06
1.10
1.04
0.93
0.70
0.78
0.78
0.98
0.98
0.87
0.87

1"

150
150
150
150
150

Plain
Nylon
Steel
Nylon
Nylon

3 3/16" 4 13/16"

Polyolefin
Soft Rubber
Soft Rubber Grey
EnvirothaneTM

EnvirothaneTM Grey

S1043-***-PO
S1043-***-SR
S1043-***-SRG
S1043-***-U
S1043-***-UG

1.06
1.55
1.61
1.30
1.30

R1043-***-PO
R1043-***-SR
R1043-***-SRG
R1043-***-U
R1043-***-UG

0.83
1.32
1.39
1.08
1.08

4"

1 1/4"

150
150
150
150
150
150
150
150
150
150

Steel
Steel
Steel
Steel
Nylon
Nylon
Steel
Steel
Nylon
Nylon

3 3/16" 4 13/16"

Hard Rubber
Hard Rubber Grey
High Temp Phenolic (475o)
Phenolic
ProTechTM Flat
ProTechTM Flat Blue
Soft Rubber
Soft Rubber Grey
EnvirothaneTM

EnvirothaneTM Grey

S1043-***-1 1/4HR
S1043-***-1 1/4HRG
S1043-***-1 1/4HTPH
S1043-***-1 1/4PH
S1043-***-1 1/4PROF
S1043-***-1 1/4PROFB
S1043-***-1 1/4SR
S1043-***-1 1/4SRG
S1043-***-1 1/4U
S1043-***-1 1/4UG

1.72
1.79
1.80
1.59
1.26
1.26
1.60
1.60
1.39
1.39

R1043-***-1 1/4HR
R1043-***-1 1/4HRG
R1043-***-1 1/4HTPH
R1043-***-1 1/4PH
R1043-***-1 1/4PROF
R1043-***-1 1/4PROFB
R1043-***-1 1/4SR
R1043-***-1 1/4SRG
R1043-***-1 1/4U
R1043-***-1 1/4UG

1.50
1.57
1.58
1.37
1.03
1.04
1.38
1.38
1.17
1.17

5" 1"

150
150
150
150
150

Plain
Nylon
Steel
Nylon
Nylon

3 3/4" 5 13/16"

Polyolefin
Soft Rubber
Soft Rubber Grey
EnvirothaneTM

EnvirothaneTM Grey

S1053-***-PO
S1053-***-SR
S1053-***-SRG
S1053-***-U
S1053-***-UG

1.12
1.73
1.76
1.54
1.54

R1053-***-PO
R1053-***-SR
R1053-***-SRG
R1053-***-U
R1053-***-UG

0.90
1.51
1.55
1.32
1.32

WHEEL CASTER PART NUMBER

SOFT RUBBER SOFT RUBBER 
GREY

POLYOLEFINENVIROTHANE™ ENVIROTHANE™ GREY HARD RUBBER

PROTECH™ FLAT PROTECH™ FLAT
RED

PROTECH™ FLAT
BLUE

rev. 01
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